
Black

Brown Tan

Gray Lt. Gray Green

Lt. Green Pea Green Orange

Lt. Orange Purple Red

Lt. Red Salmon Yellow

Advantages abound 
when you pick PIC

PIC Plastics, Inc.
2232 N. Garrison Ave.
Carthage, MO 64836
P: 417.359.9896 | 800.654.0409
F: 417.359.9899
pic-plastics.com

features
• NO ADDITIONAL CHARGE FOR 

COLORS

• No minimum order requirements

• High quality products with industry 
leading customer support

• Ultraviolet resistant

• Highly impact resistant

• Resists physical and mechanical 
abuse

• No coatings to peel or blister, making 
it virtually maintenance free

• Can withstand repeated washdowns

• Maintains its shape after impact

• Outdoor and indoor use (color only 
for indoor)

• Self-extinguishing, zero fuel 
contribution

• Easily hermetically sealed

• Preformed shapes - simple to install

• Electrically safe/nonconductive

• Years of economical, maintenance-
free service

• Resists heat or cold transfer for extra 
insulation value

• When installed properly, meets USDA 
and FDA standards

• Highly resistant to corrosive 
atmospheres and various conditions 
caused by acids, alkalis, vapors, salts, 
and other corrosives

more exacting fit
All PIC Series pipe insulation jacketings are formed to the 
outside diameter and shape of the insulation system. Pipe 
insulation jacketing includes straight-line as well as fitting 
shapes (ells, tees, valves, caps, etc.). PIC FG Series is available 
in two standard thicknesses: PIC FG-20 (20 mil thick), and PIC 
FG-30 (30 mil thick). PIC FG-20 and FG-30 are also available in 
rolled form with or without curl for large diameters of insulated 
pipes, tanks, and vessels.

FG Series product information
Jacketing Diameters from 2” OD to 32” OD in 4’ lengths.

 Available in two thicknesses, FG-20 (20 mil), and 
FG-30 (30 mil).

 Larger custom cut diameters are also available.

Fittings Diameters from 2” OD to 34” OD in 90˚ ells, 45˚ 
ells, tees, valves and caps.

Flat stock Various sizes of sheets and rolls are available for 
jacketing large diameter tanks and vessels.

Roll stock Pre-curled rolls in standard and custom lengths.

Adhesive PIC Welding Adhesives available in quarts and 
gallons.

 Allow one gallon per 500 linear feet of jacketing.
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PVC Colors

Colors are for example 
only, please request 

a color wheel 
for actual colors.

Blue Berry

Blue Lt. Blue


